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QUADRANT 
STANDARD AFLS 
:ANTILEVER, FT. 
;ATE, FT. 
4DDED LIGHTS 
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SEC. LIGHT 
120/240 VAC 

POWER TAP 
G. S, U. 

SET NEW 
6 'X  6' ALUM. 

hOUSE HERE . .  

MULTI-TK SIGN I - - 
BELL  - X 

PROPOSED 
DES. No. I 

RED-IN YELLOW-OUT 

R. R. 
POLELINE 
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R. R. 
POLELINE P 

I 96' 
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CWR 115 RE MAIN 1 
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AC 0 
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VERNON ST. 
3 0 6  8430  

MP-127.12-W 

MANAGER - SIGNAL DESIGN 

NOTES - 
1- REMOVE EXISTING SAFETRAN 

12" LIGHTS. 4" STEEL MAST 

2- INSTALL NEW GATES AND CED'S 

3- 10 TONS OF F I L L  REQUIRED 
I N  EACH QUADRANT 

SCALE: 1INCH.20 FEET 

MIDWEST REGION 
DUBUQUE DISTRICT 

SD 1016 X 

REVISION DATE 

CROSSING DETAIL 
VERNON STREET 

I LENA. ILLINOIS 
MONTREAL, QUE 

20 JUNE 2000 
12712X mDGE 


